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described below, including the party 
seeking relief, the regulatory provisions 
involved, the nature of the relief being 
requested, and the petitioner’s 
arguments in favor of relief. 

Paducah & Louisville Railway, Inc. 

[Docket Number FRA–2002–13309] 

The Paducah & Louisville Railway, 
Inc (P&L), located in Paducah, KY, seeks 
a waiver of compliance from the 
requirements of the Locomotive Safety 
Standards, 49 CFR part 229. Section 
229.27(a) of the standards requires the 
filtering devices located in the main 
reservoir supply line to the airbrake 
system to be cleaned, repaired, or 
replaced at intervals that do not exceed 
368 calendar days. The P&L states that 
they are operating eleven (11) sets of 
newly refurbished GP40–3 and GP35 
locomotives converted as power mates. 
During the most recent annual test, the 
main reservoir filters being replaced 
were identical to the new filters being 
applied. If the waiver is granted, P&L 
would change the main reservoir filters 
at the Biennial Test (49 CFR 229.29) 
required to be performed every 1,104 
days on these locomotives. 

Interested parties are invited to 
participate in these proceedings by 
submitting written views, data, or 
comments. FRA does not anticipate 
scheduling a public hearing in 
connection with these proceedings since 
the facts do not appear to warrant a 
hearing. If any interested party desires 
an opportunity for oral comment, they 
should notify FRA, in writing, before 
the end of the comment period and 
specify the basis for their request. 

All communications concerning these 
proceedings should identify the 
appropriate docket number (e.g., Waiver 
Petition Docket Number FRA–2002–
13309) and must be submitted to the 
Docket Clerk, DOT Central Docket 
Management Facility, Room PL–401, 
(Plaza Level), 400 Seventh Street SW., 
Washington, DC 20590–0001. 
Communications received within 45 
days of the date of this notice will be 
considered by FRA before final action is 
taken. Comments received after that 
date will be considered as far as 
practicable. All written communications 
concerning these proceedings are 
available for examination during regular 
business hours (9 a.m.–5 p.m.) at the 
above facility. All documents in the 
public docket are also available for 
inspection and copying on the Internet 
at the docket facility’s Web site at http:/
/dms.dot.gov.

Issued in Washington, DC on September 
10, 2002. 
Grady C. Cothen, Jr., 
Deputy Associate Administrator for Safety 
Standards and Program Development.
[FR Doc. 02–26469 Filed 10–17–02; 8:45 am] 
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SUMMARY: RSPA is issuing this advisory 
bulletin to owners and operators of 
natural gas pipeline facilities to confirm 
the standards the Research and Special 
Programs Administration Office of 
Pipeline Safety (OPS) uses to classify 
natural gas gathering lines.
ADDRESSES: This document can be 
viewed at the OPS home page at:
http://ops.dot.gov.
FOR FURTHER INFORMATION CONTACT: L.E. 
Herrick, (202) 366–5523, or by e-mail at: 
le.herrick@rspa.dot.gov.
SUPPLEMENTARY INFORMATION: 

I. Background 

On March 11, 1999, OPS announced 
an electronic public discussion forum 
and subsequent written comment period 
to provide OPS public input in deciding 
whether and how to modify the 
definition in 49 CFR 192 of a natural gas 
gathering line. (Docket No. RSPA–98–
4868, Notice 1: 64 FR 12147.) A 
coalition lead by the American 
Petroleum Institute (API) submitted a 
proposed definition, which was 
supplemented by API Recommended 
Practices 80; Guidelines for the 
Definition of Onshore Gas Gathering 
Lines (RP–80). 

OPS has reviewed the document but 
has not yet determined whether it will 
adopt the recommended practices into 
regulation. Until OPS re-defines a gas 
gathering line, it will continue to 
classify those lines according to the 
standards it has used in the past. 

II. Advisory Bulletin (ADB–02–06) 

To: Owners and Operators of Natural 
Gas Pipeline Facilities. 

Subject: Standards for classifying 
natural gas gathering lines. 

Purpose: To inform operators of the 
standards OPS currently uses to classify 
natural gas gathering lines. 

Advisory: Standards for classification 
of natural gas gathering lines. 

Until OPS completes its rulemaking to 
better define natural gas gathering lines 
(Docket No. RSPA–98–4868), OPS will 
continue to classify lines according to 
the four-point standard established 
through court precedent and historical 
interpretation. OPS will also continue to 
classify lines that pose unique 
difficulties of classification on a case-
by-case basis. In brief, in the most 
common situation, gathering begins at 
or near the well head. In most cases, the 
gathering process terminates at the 
outlet of a processing plant. A 
processing plant is defined by the 
extraction of heavy ends from the 
natural gas. If there is no upstream 
processing plant, the gathering process 
terminates at the outlet of a pipeline 
compressor. For the purposes of 
determining the termination point of the 
gas gathering process, OPS does not 
consider a well head compressor (field 
compressor) to be a pipeline 
compressor. If there is no processing 
plant or pipeline compressor, the point 
at which the gathering process ends is 
where two or more well pipelines 
converge. If none of these points 
applies, the gas gathering termination 
point is where there is a change in 
ownership of the pipeline. These points 
are determined on a case-by-case basis 
considering the location of the pipeline 
in relation to population density, major 
traffic areas, and environmentally 
sensitive areas. 

To summarize, OPS considers the 
termination of gas gathering to be: 

(1) The outlet of a processing plant 
that extracts heavy ends from the 
natural gas; 

(2) The outlet of a pipeline 
compressor (not including a well head 
compressor); 

(3) The point where two or more well 
pipelines converge; or 

(4) The point where there is a change 
in ownership of the pipeline.

Issued in Washington, D.C. on October 10, 
2002. 
Stacey L. Gerard, 
Associate Administrator for Pipeline Safety.
[FR Doc. 02–26464 Filed 10–17–02; 8:45 am] 
BILLING CODE 4910–60–P

DEPARTMENT OF THE TREASURY

Internal Revenue Service 

Proposed Collection; Comment 
Request for Notice 2002–69

AGENCY: Internal Revenue Service (IRS), 
Treasury.

VerDate 0ct<09>2002 20:41 Oct 17, 2002 Jkt 200001 PO 00000 Frm 00100 Fmt 4703 Sfmt 4703 E:\FR\FM\18OCN1.SGM 18OCN1


